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NOTES 1. AT PLANTING PRUNE ONLY CROSSING LIMBS, BROKEN OR DEAD BRANCHES, AND ANY AT PLANTING PRUNE ONLY CROSSING LIMBS, BROKEN OR DEAD BRANCHES, AND ANY BRANCHES THAT POSE A HAZARD TO PEDESTRIANS PER ANSI STANDARDS A300. DO NOT PRUNE INTO OLD WOOD ON EVERGREENS. 2. CONTRACTOR SHALL MAXIMIZE EXCAVATED AREA FOR TREE WELL WITHOUT ADVERSELY CONTRACTOR SHALL MAXIMIZE EXCAVATED AREA FOR TREE WELL WITHOUT ADVERSELY IMPACTING ADJACENT SITE FEATURES 4. UNLESS OTHERWISE DIRECTED BY PROJECT SPECIFICATIONS OR CITY STAFF, SOIL MIXTURE UNLESS OTHERWISE DIRECTED BY PROJECT SPECIFICATIONS OR CITY STAFF, SOIL MIXTURE SHALL BE CLEANED OF DEBRIS, AND MEET SOIL COMPOSITION REQUIREMENTS OF CITY OF ALEXANDRIA LANDSCAPE GUIDELINES. 5. TREES PLANTED WITHOUT THE TRUNK FLARE VISIBLE WILL BE REJECTED. TREES PLANTED WITHOUT THE TRUNK FLARE VISIBLE WILL BE REJECTED. 6. ALL PLANTS MUST BE WATERED AT INSTALLATION AND AGAIN WITHIN 48-HOURS OF ALL PLANTS MUST BE WATERED AT INSTALLATION AND AGAIN WITHIN 48-HOURS OF INSTALLATION, ESTABLISHMENT WATERING SHALL BE PER THE SPECIFICATIONS ON ALL DETAILS. 7. STAKES WILL BE INSTALLED USING ARBORICULTURE PRACTICES, TREES SHALL STAND PLUM STAKES WILL BE INSTALLED USING ARBORICULTURE PRACTICES, TREES SHALL STAND PLUM AFTER STAKING. 8. INSTALLATION WILL INCLUDE THE REMOVAL OF ALL STAKING MATERIAL ONE YEAR AFTER INSTALLATION WILL INCLUDE THE REMOVAL OF ALL STAKING MATERIAL ONE YEAR AFTER INSTALLATION. ANY HOLES LEFT BY REMOVING STAKING SHALL BE FILLED WITH APPROVED TOPSOIL / BACKFILL MIXTURE. 9. CONTRACTOR SHALL USE GALVANIZED EYESCREW & TURNBUCKLE INSTEAD OF ARBOR TIE ONLY CONTRACTOR SHALL USE GALVANIZED EYESCREW & TURNBUCKLE INSTEAD OF ARBOR TIE ONLY FOR TREES OF SIGNIFICANT SIZE AS DIRECTED BY CITY STAFF.
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HARDWOOD STAKE
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TREE TRUNK
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STAKE ATTACHMENT
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ROOT BALL
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TREE PLANTING WELL
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PLAN VIEW N.T.S.
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HARDWOOD STAKES SET OUTSIDE OF ROOTBALL
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SURVEYOR'S FLAG
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SURVEYOR'S FLAG ON ARBOR TIE (USE ONLY WHEN STAKING NARROW EVERGREENS THAT EXPOSE TIE)
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STAKE ATTACHMENT METHOD ACCEPTED PER LANDSCAPE CONTRACTORS ASSOCIATION OR ISA
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3 IN. MULCH; MULCH MUST BE 6" AWAY FROM TREE TRUNK
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ROUGHEN SIDES OF PLANTING HOLE AND BACKFILL SOIL MIXTURE FOR ENTIRE TREE WELL AREA X ROOTBALL DEPTH
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SOIL AMENDED W/ORGANIC MATERIAL; FIRM IN 8" LIFTS
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CENTER TREE IN WELL. TRUNK FLARE SHALL BE VISIBLE.
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REMOVE ALL TWINE, ROPE, WIRE, AND BURLAP FROM THE ROOT BALL
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4 IN. HIGH EARTH SAUCER BEYOND EDGE OF ROOT BALL
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TAMP SOIL UNDER ROOT BALL BASE; COMPACTED TO 80% STD. PROCTOR SO THAT ROOT BALL DOES NOT SINK
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